
TPC-BF3221-TB7F8
Telecamera ibrida con misurazione della temperatura che fornisce simultaneamente un’immagine normale e una 
termica della scena ripresa. Un algoritmo di intelligenza artificiale riconosce le figure umane e permette di misurare 
la temperatura del volto, escludendo qualsiasi altra fonte di calore che possa costituire un falso allarme, alla 
distanza ottimale di 3 metri.

CENTER330
Server & Workstation 

compatta con Win10Pro x64.

JQ-D70Z
Meglio conosciuto come «Blackbody» è uno strumento certificato che, inserito nel campo di ripresa, fornisce un 
riferimento di temperatura costante e preciso che la telecamera sfrutta per auto calibrarsi e aumentare 
l’accuratezza della misurazione.

NVR5X-I
Registra il video e aggiunge la possibilità di 
generare un evento se una delle persone 
inquadrate ha il volto coperto, per esempio 

da una mascherina, fino a 4 canali.

VTC-990
Cavalletto tripod per telecamera/blackbody

SWP1220
Alimentatore 12 VDC/2A per telecamera

RAW021-00
Adattatore cavalletto/telecamera, cavalletto/blackbody

IVSS7X
Registra il  video e aggiunge la possibilità di generare un 
evento se una delle persone inquadrate ha il volto 
coperto, per esempio, da una mascherina, fino a 8 canali.

ACCESSORI

KIT BASE

PRODOTTI OPZIONALI

ACCURATEZZA DELLA MISURAZIONE ± 0.3°C

SISTEMI CERTIFICATI
DI MISURAZIONE ISTANTANEA

DELLA TEMPERATURA CORPOREA
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Centralizzazione di più punti di misurazione, in rete locale o da remoto

Mappa grafica

Ricezione evento con messaggio di notifica, allarme sonoro e finestra pop-up del canale interessato

Possibilità di linkare l’evento di un canale a un altro (es.: la rilevazione di temperatura anomala di un canale può essere linkata alla chiusura dell’uscita di 
allarme di un altro dispositivo)

I vari punti di rilevazione vengono centralizzati sulla workstation tramite il software DSS Express. I vantaggi rispetto alla soluzione base sono:

SISTEMA DI MISURAZIONE MULTI-PUNTO
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Tramite l’interfaccia web della telecamera è possibile visualizzare in tempo reale la temperatura rilevata e agire di conseguenza, avviando, per esempio, la 
comunicazione bidirezionale verso il microfono e lo speaker integrati nella telecamera al fine di separare il soggetto dalla folla. Al superamento della soglia di 
temperatura è possibile attivare il led bianco intermittente e/o riprodurre un messaggio audio dallo speaker. 

SISTEMA DI MISURAZIONE BASE



DAHUA TECHNOLOGY ITALY S.r.l.
Via Brughetti, 9/H - Bovisio Masciago (MB) - Italia

info.italy@dahuatech.com  I www.dahuasecurity.com/it

Per qualsiasi informazione potete rivolgervi a:

infotech.italy@dahuatech.com project.italy@dahuatech.com

MAGGIORI INFORMAZIONI


����������

�������

����������
������

���������

����������
������

���������

����������
������

���������

���
�
����

I vari punti di rilevazione vengono centralizzati sulla workstation tramite il software DSS Express. I vantaggi rispetto alla soluzione precedente sono:

Rilevamento di volti coperti (fino a 4 canali con NVR5-I, fino a 8 canali con IVSS-1I)

Archiviazione delle immagini

SISTEMA DI MISURAZIONE MULTI-PUNTO CON ARCHIVIAZIONE E METADATI



Lite Series| TPC-BF3221-T

  System Overview

Featuring a dual lens, fixed bullet camera, this series provides an 
all-in-one solution for capturing video surveillance for indoor and 
outdoor applications. Together with Thermal and Visible Technology, 
the camera is the perfect solution for dark, small area monitoring 
applications. The series combines one thermal camera for monitoring 
in total darkness and one visible camera with Smart IR  for confirming 
details.

www.dahuasecurity.com

TPC-BF3221-T
 Thermal Network Value Hybrid Bullet Camera

· 256x192 VOx uncooled thermal sensor technology
· Athermalized Lens (thermal camera), Focus-free
· 1/2.8” 2Megapixel progressive scan Sony cmos
· Support ROI, Motion Detection, Color Palettes
· Support measure body temperature,
· Measurement Accuracy: Max (±0.3°C, with black-body)
· Active deterrence with white light & siren
· Built-in 2/2 alarm in/out
· Micro SD memory, IP67, PoE

 Functions  
Uncooled Vox Technology
Dahua thermal cameras use uncooled Vox sensor technology . Because of 
small size and better performance, it’s cost-effective solution for thermal 
security.

High Sensitivity
High thermal sensitivity(<50mK) makes cameras capture more image 
details and temperature difference information.

Active Deterrence
Actve deterrence is to warn off intruders actvely with white light and 
siren even before users are aware of the incidence. Once an intursion is 
detected, the white light will turn on and the siren will buzzer to alert the 
intruder. The white light and the content of siren is confgurable.
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Lite Series| TPC-BF3221-T

Technical Specification

Thermal Camera

Image Sensor Uncooled VOx Microbolometer

Effective Pixels 256(H)x192(V)

Pixel Size 12um

Thermal Sensitivity (NETD) <50mK@f/1.1

Spectral Range 8~14um

Image Setting Brightness/Sharpness/ROI/AGC/FFC/3D DNR

Color Palettes
18(Whitehot/Blackhot/Ironrow/Icefire/
Fusion/Rainbow/Globow/Iconbow1/
Iconbow2 .etc)

Thermal Lens

Lens Type Fixed

Focus Control Athermalized, Focus-free

Focal Length 7.1mm

Angle of View
H: 24°

V: 18°

Visible Camera

Image Sensor 1/2.8" 2M CMOS

Effective Pixels 1920(H)x1080(V)

Electronic Shutter Speed 1/1 ~ 1/30,000s

Min. Illumination Color: 0.002Lux; B/W: 0.0002Lux; 0Lux (IR on)

IR Distance 35m

IR On/Off Control Auto/Manual

IR LEDs 1

Visible Lens

Focal Length 8mm

Max Aperture F1.9

Angle of View H: 40° V: 22°

Temperature Measurement

Measurement Range 30°C ~+45°C

Measurement Accuracy Max (±0.3°C, ±0.3%) with black-body
Max (±1°C, ±1%) without black-body

Measurement Mode Spot/Line/Area 

Measurement Rule

Spot: 12
Line: 12
Area: 12
Support 12 rules simultaneously 

Video

Compression H.265/H.264/MJPEG

Frame Rate

Main Stream:
Thermal: 1280*960/1024*768/640*480/256*192@25fps
 Visible: 1080P (default)/720P@25fps

Sub Stream:
Thermal: 640*480/256*192@25fps
 Visible: CIF(default)/D1@25fps

Bit Rate Control CBR/VBR

Bit Rate H.264: 640 ~ 8192Kbps

Day/Night Auto(ICR)/Color/B/W

BLC Mode BLC/HLC/WDR

White Balance Auto, Manual

Noise Reduction Ultral DNR

Motion Detetion Off/On (4 zone, Rectangle)

Region of Interest Off/On (4 zone)

Electronic Image Stabilization 
(EIS) NA

Defog Off/On

Flip 180°

Mirror Off/On

Privacy Masking Off/On (4 area, Rectangle)

Audio

Compression G.711a/G.711Mu/AAC

Network

Ethernet RJ-45 (10/100Base-T)

Protocol

IPv4/IPv6, HTTP, HTTPS, SSL, TCP/IP, UDP, UPnP, 
ICMP, IGMP, SNMP, RTSP, RTP, SMTP, NTP, DHCP, 
DNS, PPPOE, DDNS, FTP, IP Filter, QoS, Bonjour, 
802.1x

Interoperability ONVIF Profile S & G, API

Streaming Method Unicast/Multicast

Max. User Access 10 Users/20 Users

Edge Storage

Micro SD (128GB)
Memory status display (Normal/Error/Active/ 
Formatting/Lock),
NAS (Network Attached Storage), Local PC for 
instant recording

Web Viewer <IE11, <Chrome45, <Firefox52

Management Software Smart PSS, DSS

Smart Phone Android, IOS



Lite Series | TPC-BF3221-T

Ordering Information

Type Part Number Description

TPC-BF3221-T TPC-BF3221P-TB7F8 Thermal: 256x192   7mm lens
Visible: 2MP  8mm lens

www.dahuasecurity.com

Certifications

Certification CE (EN 60950:2000)  FCC (FCC Part 15 SubpartB )

Interface

Video Interface 1.0Vp-p/75Ω, PAL/NTSC (HDCVI Optional)

Audio Interface In/Out  1/1 

RS485 Support

Alarm 2/2 In/Out

Electrical

Power Supply DC 12V/PoE

Power Consumption 12W (Max)

Environmental

Operating Condition 10°C  ~ +35°C

Strorage Conditions 10°C  ~ +35°C/Less than 95% RH

Ingress Protection IP67

Construction

Casing Metal

Dimensions 279.9mm × 103.8mm× 95.8mm(With bracket)  

Weight ＜ 1.4Kg

Dimensions (mm)
291.0[11.46"]

192.5[7.58"]

97
.2

[3
.8

3"
]

103.8[4.09"]


